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Summary 
 
This Inspection Bulletin explains how to safely inspect motorcoaches, buses, trucks, and truck-tractors equipped 
with 2007 or later EPA-certified diesel engines and related emissions after-treatment equipment. Inspectors 
should note that in these vehicles exhaust temperatures are higher, exhaust components will retain heat longer, 
and some exhaust components such as mufflers will be larger and heavier than previous versions of these same 
components. Inspectors should, therefore, use standard precautions when inspecting any exhaust component 
with hot surfaces, but also should be aware that, due to the added weight of the components, mounting brackets 
should be inspected for damage. Finally, heat diffusers may be included on these vehicles. These devices draw 
cool air into exhaust pipes upstream of the exhaust outlet—a configuration that is not considered an exhaust leak. 
All of these considerations are explained in further detail below. 
 
 
 
 
 
 
 
 
 
 
 
Background 
 
In 2001, the U.S. Environmental Protection Agency published a final rule requiring medium- and heavy-duty 
highway vehicles equipped with diesel engines manufactured January 1, 2007, or later (hereafter EPA07 engines) 
to meet new, lower oxides of nitrogen (NOx) and particulate matter (for short, PM or soot) emission levels. The 
regulation has resulted in a broad inter-industry effort to accomplish the lower emission levels. The oil refining 
industry was required to produce and distribute ultra-low sulfur diesel (or ULSD) fuel, with sulfur levels below 15 
parts per million, by mid-October, 2006. In parallel, engine and truck manufacturers were required to reduce 
tailpipe emissions. This was accomplished by increasing combustion pressures, reducing combustion 
temperatures, increasing exhaust gas recirculation, and adding new catalysts and particulate matter (smoke) 
filters to the exhaust system. Those improvements necessitated larger cooling systems and all new exhaust 
configurations. 
 
 
 

New Safety Considerations & New Components to Inspect on EPA07 Vehicles 
 

♦ EPA07 engine exhaust systems are hotter and retain heat longer. 
♦ New components including added fuel lines, injectors, sensors, and heat 

diffusers with cooling air inlets replace the standard muffler. 
♦ Brackets and mounting hardware are upsized accordingly. 
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Water Drain Holes 
 
New exhaust systems may include rain or condensation drain holes. These are necessary to prevent internal 
corrosion and can easily be identified where they appear as holes in stainless steel exhaust systems that should 
not exhibit rust-caused perforations. They should also not be considered exhaust leaks. Other holes caused by 
obvious physical trauma (collision or road debris damage) such as cracks or tears could be considered leaks. 
 
Figure 6 – Diesel particulate filter (DPF) with water drain hole. 
 

 
 
Sensor Wiring and Fuel Injector Supply 
 
As was mentioned in the New Equipment section above, these new exhaust systems are equipped with sensors, 
which are used to detect how well the filters are working and whether they need regeneration or maintenance. 
These sensors are clearly identifiable by their connection to electrical wiring that is designed and installed for 
service in this high temperature environment. In addition, some exhaust systems inject fuel directly into the 
exhaust system to raise the temperature in order to complete the regeneration process.  
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Figure 7 – Example of exhaust system emissions sensors and wiring. 
 

 
 
 
2010 EPA Emissions Requirements 
 
In 2010, the EPA is requiring new vehicles to achieve a new diesel exhaust emissions regulation limit, which is .2 
NOx (g/hp-hr) down from 1.2 in 2007. The industry has come up with two different methods on reducing the level 
of NOx. 
 
One way is through a Selective Catalytic Reduction (SCR) used in combination with Exhaust Gas Recirculation 
(EGR). The SCR catalyst is located downstream from the Diesel Particulate Filter (DPF). The other method is 
through EGR alone, which cycles the exhaust back through the engine to reduce NOx levels. 
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SCR system is being used by the following manufacturers: 
 

-   Mack Trucks   -   Paccar MX (DAF) 
-   Volvo    -   Detroit Diesel (M-B) 
-   Cummins (all engines) 

 
With the EGR system, there will be no additional equipment added to the vehicle that is evident to a roadside 
inspector. The only engine manufacturer that is currently using EGR alone is International/Navistar. 
 
With SCR, Diesel Exhaust Fluid (DEF) (a urea-based fluid specifically engineered for diesel engines) is injected 
into the exhaust after it passed through the DPF to reduce NOx emissions through exhaust after treatment.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

“Sample of a Mack Truck, not all makes exactly the same.” 
 
How It Works 
 
The urea is a non-hazardous clear fluid that freezes at -11 degrees C, therefore the temperature is monitored and 
there is a heater coil inside the tank that keeps the temperature regulated. When required, a stream of urea (DEF) 
is injected into the exhaust. When the exhaust is mixed with the DEF droplets, it turns into ammonia and carbon 
dioxide. When this passes through the SCR catalyst it is then turned into nitrogen and water vapor. 
 
DEF Tanks 
 
There are different sizes of DEF tanks (6, 13 and 23 g sizes). The size of the tank depends on the amount of 
diesel fuel that can be carried on the truck. (100g of fuel – 6g DEF tank, 200 g of fuel – 13g DEF tank, 300g – 23g 
DEF tank).  
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DEF fluid dries out and will crystallize if left in the lines, therefore, some systems use air to purge DEF out of the 
lines back to the tank. Inspectors may hear a “spitting” sound for 10 to 20 seconds but can last up to 2 minutes 
when the engine is shut off.  
 
Diesel Exhaust Fluid 
 
DEF is safe to handle and store, it is non-toxic, non-polluting and non-flammable. When stored at extreme 
temperatures it does not become toxic. It poses no serious risk to humans, animals, equipment or the 
environment when handled properly. The product is slightly alkaline with a pH of approximately 9. 
 
DEF will be available at pumping stations as well as in refill jugs. 
These will become more common on commercial motor vehicles and will 
begin to be carried, similar to extra jugs of washer fluid.  
 
As this is a not a dangerous commodity, there are no additional 
requirements for a driver to carry these jugs as there is washer fluid.  
 
 
 
 
 
Warning Lights 
 
Warning lights are on the dash of the truck to indicate to the driver what the level of urea in the DEF tank is. If the 
engine is in the Level 2 warning, engine power is reduced until the DEF is filled. In the event that the DEF tank 
goes empty and is not refilled, the ECM will set the speed limit to 5 mph until the DEF tank is refilled.  
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Diesel Exhaust Fluid Tanks  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The white residue on the filler neck is spilled DEF. It rinses off with water. There is no reason to be concerned 
with minor stains such as this. 
 
Inspection Guidance 
 
Inspectors should conduct inspections of vehicles with EPA07 and EPA10 engines as they would any other 
vehicle for a North American Standard Inspection, but precautions should be taken around hot exhaust system 
surfaces. Mounting brackets and fixtures should be secure. The following is a quick reference list of what to 
expect of these vehicles: 
 

• Engine cooling systems are larger, including hoses, radiators, brackets, etc.; 
• Mufflers are either replaced or supplemented by diesel particulate filter and diesel oxidation catalyst 

system components; 
• Exhaust temperatures during operation are significantly higher; 
• Exhaust components will stay hot longer after the engine is off; 
• Exhaust pipe or stack may feature heat diffusers with air inlets; and, 
• Fuel injectors, fuel lines, heater lines, sensors and wiring are integrated into the exhaust systems.




